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HELIOS PLUS FLEX

4350W

M6 / 166mm Cell - 144 Half-cells

KEY FEATURES
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COMPREHENSIVE CERTIFICATES
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LINEAR PERFORMANCE WARRANTY

93.05%

87.55%

10! 15 20! 25 Years

Standard industrial EGE panels linear warranty s
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430W Helios Plus Flex

Characteristics
IV-Curves Irradiance IV-Curves Temperature Temperature Dependence of Isc,Voc,Pmax
EGE-430W-144M(FM6) EGE-430W-144M(FM6) EGE-430W-144M(FM6)
12.00 12.00 130.00
sTC=25°C NOCT= 41°C
10.00 | G=1000W/m?, Pmax=430.07W 10.00 Q 120.00
800 | G=800W/m?, Pmax=344.22W 8.00 1000

——] 10000

G=600W/m?, Pmax=257.53W ==—=Tcell=10°C, Pmax=454.01W

o ——Tcell=25°C, Pmax=430.07W
4.00 4.00 . 9000
G=400W/m?, Pmax=170.38W ——Tcell=40°C, Pmax=405.63W — Pmax [%], y=-0.33
Teell=55°C, Pmax=380.76W
8000

2.00 2,00 =70° _ —Voc [%), B=-0.28
G=200W/m?, Pmax=83.42W \ ——Tcell=70°C, Pmax=355.5W

Current (A)
2
8

O Pmax ——Isc [%], a=0.02

0.00 10.00 20.00 30.00 40.00 50.00 60.00 0.00 10.00 20.00 30.00 40.00 50.00 60.00 -40 30 20 10 o 10 20 30 40 S0 60 70 80
Voltage (V) Voltage (V)
Cell Temperature (°C)

Electrical Characteristics (src. e=1000w/m? - Teell=25"C - AM1.5  NOCT: E=800W/m? - T=20°C - v=1mys )

Module Type EGE-430W-144M(FM6)
STC NOCT
Power output (Pmax) 430 W 325.10W
Maximum power voltage (Vmp) 42.00V 38.80 V
Maximum power current (Imp) 10.24 A 8.38 A
Open circuit voltage (Voc) 49.80 V 46.80 V
Short circuit current (Isc) 10.74 A 8.69 A
Power tolerance 0~+5W
Module efficiency 19.38%
Mechanical Characteristics Engineering Drawings
Cell type Monocrystalline Silicon
Number of cells 144 (12x12) 16mm
Dimensions 1080x2050x2mm .
Weight 7.2kg
dunction B
front cover Composite 0.5 - 0.7mm
Junction box IP68 rated, 3 bypass diodes
Cable 4.0 mm?, (+)450/(-)450mm
Connector MC4, MC4 Evo2 compatible
Product Label g
>
Operating Condition S N —f—-
Back View
15mm
Operating temperature range -40°C~+85°C
M 1500 VDC
ax system voltage (IEC) 100mhm
Max series fuse rating 20A
Max front load (e.g.: snow) 5400 Pa
Max back load (e.g.: wind) 2400 Pa [
Packaging
T Weigh 2mm
e uanti eight — =
i Q Y & 1080mm
Per Pallet 66 pcs 4752 kg
40ft HQ Container 580 pcs 4176t
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