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ATLAS TOPCon FLEX
400W

M10R 7/ 182mm Cell - 108 Half-cells

KEY FEATURES

Excellent energy yield
Customizable

Ultralight

Durable

Minimal roof stress

0~+5W

Positive Power

19.89%

Tolerance

400W

Maximum Power
Output

GRADE A

Cells Guaranteed

COMPREHENSIVE CERTIFICATES

IEC61215-2/IEC 61730-1
ISO 9001 /1SO 14001 /1SO 45001
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LINEAR PERFORMANCE WARRANTY

87.55%
84.8%
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10! 15 20! 25 Years

Standard industrial EGE panels linear warranty mmmm



Current (A)

Atlas TOPCon Flex

400W

Characteristics

IV-Curves Irradiance

EGE-400W-108N(FM10R)

Temperature Dependence of Isc,Voc,Pmax

EGE-400W-108N(FM10R)

IV-Curves Temperature

EGE-400W-108N(FM10R)
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Voltage (V) Voltage (V)
Cell Temperature (°C)

Electrical Characteristics (stc: e-1000w/m? - Teell-25'C - AM1.5  NOCT: E=800W/m? - T=20°C - v=1mys )

Module Type EGE-400W-108N(FM10R)

STC NOCT
Power output (Pmax) 400 W 304.60 W
Maximum power voltage (Vmp) 325V 29.90V
Maximum power current (Imp) 1235A 10.18 A
Open circuit voltage (Voc) 39.12V 36.90V
Short circuit current (Isc) 13.56 A 10.94 A
Power tolerance 0~+5W
Module efficiency 19.89 %

Mechanical Characteristics ) . .
Engineering Drawings

Cell type Monocrystalline Silicon
Number of cells 108 (6x18)
Dimensions 1149x1750x2mm
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Weight 643ke Product|Label §
Front cover Composite 0.5 - 0.7mm - —
Junction box IP68 rated, 3 bypass diodes g
Cable 4.0 mm?, (+)450/(-)450mm
Connector MC4, MC4 Evo2 compatible

. . 3 -
Operating Condition _ £ Lomm
Junction Box S
n
Operating temperature range -40°C~+85°C S —
Max system voltage (IEC) 1500 VDC )
Junction Box
Max series fuse rating 20A
Max front load (e.g.: snow) 5400 Pa
Max back load (e.g.: wind) 2400 Pa )
Back View
2mm
1149mm

Packaging
Type Quantity Weight
Per Pallet 66 pcs 425 kg
40ft HQ Container 792 pcs 5.1t
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