 EcoGreenEnergy Gel Battery 12V 24Ah
6-GFJ-24

Electrical Parameters

Nominal Voltage 12V
Number of Cells 6
Rated Capacity (C10 to 1.80V per Cell) 24Ah
Charge Voltage at 25C | --«ﬁ' \ﬁm@
- Float Charge Voltage Range (V) 13.4-13.7V !
- temperature compensation coefficient (mV/°C) per cell -3mV/Cell °C e
VALVE REGULATED SEALED GEL BATTERY
- Cycle Charge Voltage Range (V) 141 - 14.4V ?29,3,\2,;1 g &
Float Voltage: 13.40V-13.70V(at 25°C) AUTIN
- temperature compensation coefficient (mV/°C) per cell -4mV/Cell °C s M
Max initial charging current: 10 A SEALED CONTAINER
Max Charge Current 6A b B e IR |
Max Discharge Current 72A
] EGE- 12V 24Ah
Self-Discharge rate at 25C 3% per month
Electrical Connection 2P max.
Environmental Parameters = =
126 126
Recommended Operating Temperature Range 15-25°C

Operating Temperature Range I 1 f \‘

- Discharge -45 - 50°C

- Charge 220 - 45°C 175
il EH

Storage Temperature Range -30 - 40°C BB oo |

165

Mechanical Parameters

Dimensions (L*W*H) 165*175*126mm
Total height 126mm
Weight 7.2kg
Terminal Bolt Size M5
Recommended Terminal Torque Range 5-8Nm
Cover Material ABS

Eco Green Energy Group Ltd. 2023. Al rights reserved. Specifications included in this datasheet are subject to change without prior notice. Refer to our website for further information or contact one of our sales staff.
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EcoGreenEnergy

Gel Battery 12V 24Ah

6-GFJ-24

PERFORMANCE CHARACTERISTICS

Discharge Characteristics at Various Rate
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Note The above data are average values, and can be obtained within 3 charge/discharge cycles. These are not minimum values. Cell

and battery designs/specifications are subject to modification without notice.
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Headquarters in France:
Add: 2bis Rue Alfred Nobel 77420 Champs-sur-Marne

Tel: +33 646571675
Email: info@eco-greenenergy.com

Factory:

Add: No. 8 Wuyi Road, Sutong Science and Technology Industrial Park, Nantong, Jiangsu

Tel: +86 0513 66690088
Email: info@eco-greenenergy.com




