
All-In-One AC Coupling BESS

Liquid Cooled 

Smart Monitoring and OEM

Scalable up to 20 units in parallel 

More than 8000 cycles

Fully integrated energy storage system including a 125kW PCS, a 261kWh battery, and a suite of con-
nected management tools (cooling, security, monitoring, reporting).

Easy to transport and Plug & Play, deployable in less than 24 hours and expandable up to 20 units. 

With a life cycle over 15 years, GAIA Core AIO is the perfect solution for industrial businesses looking 
to transition to self-consumption and take a step further toward energy independence.

EGE GAIA Core AIO
 125kW/ 261kWh AC 
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· Easy transport and 
  installation in 24h 
· Plug & Play 
  instant AC connection
· Up to 20 units in parallel

· 8000+ cycles IP67 Batteries
· Outdoor IP55 Cabinet
· Multi-level fire protection

· Online monitoring interface
· In-real-time internal 
diagnosis

· Daily electrical, financial 
and environmental report 

· Load Shifting
· Peak Shaving 
· Back-up System
· Transformer Capacity 
Increase 

· Microgrids

Fast Deployment Safe & Reliable Remote O&M Strategies



EGE GAIA Core AIO 125kW/261kWh AC 
Battery Data

125 kW

180 A

 ≥99% 

On-Grid: 20 / Off-Grid: 5

400 Vac

50/60Hz ±2.5Hz

< 3% 

-1 to +1

Electrical AC Data

Rated AC Power (PCS)

Rated Output Current

Conversion E�ciency

Max. Parallel Units

Rated Grid Voltage

Grid Frequency

THDi

Power Factor

0.5P @ 25°C

-30°C ~ +50°C (>45°C derating)

-30°C ~ +60°C

0 - 95% (non-condensing)

≤2000m (>2000m derating)

≤75 dB 

Performance & Environment

Charge/Discharge Rate

Operating Temperature

Storage Temperature

Operating Humidity

Altitude

Noise

Cabinet : IP55 / Batteries : IP67

Battery: Liquid-Cooling / PCS: Air-Cooling

Module liquid submersion / Explosion-proof ventilation
Aerosol deployment 

IEC62619, IEC62477-1, IEC61000-6-2/4, IEC 63056, UN38.3, UN3480

Modbus RTU/TCP, MQTT

RS485, Ethernet

Integrated

Safety & Compliance

IP Rating

Cooling Method

Certifications

Protocols

Communication

EMS/BMS

2600 kg

1120 x 1350 x 2420 mm

8 pcs max 

Logistics

Weight

Dimensions (WxDxH)

40 HQ Container

Cell Chemistry

Rated Energy

Configuration

System Voltage (Nominal)

Voltage Range

Cycle Life / System Service Life

LFP 314Ah

261 kWh

1P*52S*5S

832 Vdc

728 - 936 Vdc

> 8000 cycles / >15 years

Fire Suppression

eco-greenenergy.com


