
EGE Home LFP 5120Wh Stack-mount
High voltage stacked battery

PV Array

Inverter

EGE Home LFP
5.12kWh Stack-mount

Public Grid

Local Load

High-voltage battery system designed for residential and commercial energy storage. It offers 
e�cient power storage, easy installation, and modular scalability, an ideal solution for energy 
independence.

High-Performance Energy Storage
High voltage stackable batteries, e�cient energy output 
for residential and commercial applications. With up to 
100% usable energy, it maximizes energy e�ciency, for a 
reliable power source

Space-saving and Modular Design
The stackable design saves installation space without 
compromising on power. Its modular structure allows for 
seamless expansion, supporting up to 8 units in parallel

Easy Installation
Designed for simplicity, with plug-and-play technology for 
fast and e�cient installation. Easy wiring and no addition-
al cables required, can be set-up by a single person

Long-term cost saving
Designed for durability and offering a 15-year lifespan, this 
long-performing product is backed by an extensive 
warranty, for peace of mind for years to come

Features:

System diagram

Certifications



LFP

5.12

50

102.4

91.2 ~ 115.2

25 / 40

95%

＞ 6000@25℃@0.5C

IP65

Stacked to the ground

1000V System（Up to 8 battery modules can be connected in series）

Charge: -10~50℃; Discharge: -20~50℃

5~95, No condensation

＜ 2000

RS485, CAN, WIFI

IEC62619 / IEC60730 / IEC62368 / IEC63056 / CE-EMC / CE-RED / WEEE / 电池指令 / UN38.3

Dimensions W*D*H (mm)

Weight (kg)

Enclosure Rating

Installation

Expansion

Number of connections

10.24

9.72

204.8

182.4 - 230.4

636*330*628

～117

636*330*816

～165

636*330*1004

～213

636*330*1192

～261

15.36

14.58

307.2

273.6 - 345.6

20.48

19.44

409.6

364.8 - 460.8

25.60

24.30

512.0

456.0 - 576.0
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EGE Home LFP 5120Wh Stack-mount

Electrical Parameters

Mechanical Parameters

Ambiant temperature range

Humidity range (%RH)

Altitude (m)

Communication

Certifications

Environmental Parameters

Eco Green Energy Limited
Add: No. 8 Wuyi Road, Sutong Science and Technology Industrial Park, Nantong, jiangsu
Tel: +86 0513 66690088
Email: info@eco-greenenergy.com

eco-greenenergy.com
Specifications included in this datasheet are subject to

change without prior notice. Refer to our website for
further information or contact one of our sales staff.

Max Charging / Discharging
Current (A)

Nominal Energy Capacity (kWh)

Usable Energy Capacity (kWh)

Nominal Voltage (V)

Operating voltage Range (V)

Cell type

Nominal Energy Capacity  (kWh)

Nominal Capacity (Ah)

Rated Voltage （V）

Operating Voltage Range (V)

DoD

Life Cicle

System：

Battery Module:


