EcoGreenEnergy

J 15-year lifespan
J Integrated BMS

(¥ Easy Installation

EGE Home LFP 5120Wh Rack-mount

Low-voltage rack battery

Versatile, low-voltage battery designed for a wide range of residential and commercial energy
storage applications. High compatibility and smart management features, reliable, long-last-

ing energy storage and compact design.

e Features:

Safety & Ease-of-Mind

The advanced cell firewall technology provides added
safety by preventing thermal runaway and heat spread,
ensuring peace of mind

Minimizing costs

Innovative internal design ensures cost-effective energy
storage, utilizing premium materials for enhanced
reliability

e Certifications

CE 383

e System diagram

Efficiency & Durability

With over 6000 charge cycles and a 15-year lifespan, it
ensures dependable long-term performance. The
integrated BMS simplifies management and monitoring.
Finally, this system is fully compatible with top inverter
brands, making installation seamless and cost-effective

Convenience & Scalability

57

Multiple mounting options: stacking, wall-mounting, or
cabinet integration. Quick plug-and-play connections.
Modular design for easy expansion, supporting up to 16
parallel units
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EGE Home LFP 5120Wh Rack-mount

Number of connections 4 8 12 16
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Electrical Parameters
System:
Nominal Energy Capacity (kWh) 20.48 40.96 61.44 81.92
Usable Energy Capacity (kWh) 19.46 3891 5837 77.82
Nominal Voltage (V) 512
Operating voltage Range (V) 448 -576
Max Charging / Discharging
Current (A) 400 / 400 800 /800 1200/1200 1600 /1600
Module:
Cell type LFP
Nominal Capacity (kwh) 512
Nominal Capacity (Ah) 100
Max Charging / Discharging
Current (A) 151D
DoD 95%
Life Cicle > 6000@25°C@0.5C
Mechanical Parameters
Dimensions W*D*H (mm) 440*535*600 440*535*1200 440*535*1800 440*535*1200, 2 clusters
Weight (kg) 180 360 540 720
Enclosure Rating 1P20
Installation Indoor, wall-mounted, staqked, built»in.rack housing; )
Fence lock screw power connection or push-in power connection
Expansion Up to 16 units in parallel
Environmental Parameters
Ambiant temperature range Charge: -10~50°C; Discharge: -20~50°C
Humidity range (%RH) 5-95, No condensation
Altitude (m) < 2000
Communication RS485, CAN, WIFI (Optional)
Certifications IEC62619/1EC 63056/ IEC60730/ CE-EMC / CE-RED / UN38.3
Eco Green Energy Limited eco-greenenergy.com E IE
Add: No. 8 Wuyi Road, Sutong Science and Technology Industrial Park, Nantong, jiangsu Specifications included in this datasheet are subject to
Tel: +86 0513 66690088 change without prior notice. Refer to our website for é%

Email: info@eco-greenenergy.com further information or contact one of our sales staff.



