
System diagram

EGE GAIA Pro 3.42MWh

Features:

This energy storage system offers a reliable, safe, and e�cient solution for large-scale projects 
requiring optimized energy management. Top-tier safety and performance for any scenario. 
Most importantly, you can have a quick, customized and complete solution for your project, 
with Eco Green Energy.

Maximum protection: 
Incorporates advanced safety features, including 
cell thermal runaway suppression, pressure relief 
systems with automatic fire extinguishing, and a 
fire sprinkler system.

Reliable & Stable: 
Engineered for consistent performance and 
reliability across various demanding applications.

Optimized Energy Management:
Designed for e�cient energy storage and distribution, 
maximizing energy use across large-scale projects.

Certifications

UL 1973 IEC 62619 IEC 62477 IEC 60730

IEC 61000 IEC 62933 GB / T36276

UN38.3UL 9540A

Lower project costs with
complete EGE solution 5-year Cell Warranty Lower installation costs Liquid Cooling

Substation Grid Meters Electrical Grid

PCS
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EGE GAIA Pro 3.42MWh

Electrical Parameters

Cell Type

Cell cycle life

Rated Voltage (vdc) of single Cell

Pack Configuration

Rack Configuration

System Configuration

System Nominal Energy (kWh)

System Rated voltage (vdc)

System Voltage Range (vdc)

System Rated Power (kW)

Charge / Discharge Rate

Components

PCS

High Voltage Box

Confluence Cabinet

Monitoring System (HMI)

Other Parameters

Enclosure Rating

Communication Interface

Communication Protocol

Dimensions L*W*H (mm)

Weight (t)

Environnemental Conditions

Storage Temperature (℃)

Working Ambient Temperature (℃) 

Working Relative Humidity (%)

Working Altitude (m)

Integrated Liquid Cooler (40kW cooling capacity) + Air-cooling for Container

Not Integrated

Integrated

Integrated

LFP-300Ah

＞ 8000

3.2

IP44s

IP396s

9P396s

3421

1267.2

990 ~ 1445.4

1710.5

≤ 0.5p @ 25℃

 Not Integrated

Integrated

Integrated

-30 ~ 60

-30 ~ 45 (＞ 45 Derating)

0 ~ 95 (Non-condensing)

≤ 3000 (＞ 3000 Derating)

IP54

CAN, RS-485, Ethernet

CAN, Modbus-TCP / IP, Modbus RTU, IEC104

6058 × 2438 × 2896 (20ft Container)

37

Fire Suppression System

Thermal Management System

EMS

BMS

Module immersion removal + Explosion-proof ventilation +
Perfluorohexane aerosol deployment + Fogging

Eco Green Energy Limited
Add: No. 8 Wuyi Road, Sutong Science and Technology Industrial Park, Nantong, jiangsu
Tel: +86 0513 66690088
Email: info@eco-greenenergy.com

eco-greenenergy.com
Specifications included in this datasheet are subject to

change without prior notice. Refer to our website for
further information or contact one of our sales staff.


