EcoGreenEnergy

EOS Retro PERC Poly

270W

M2 /157 * 157 mm - 60 cells

Repowering Key Features
@ Drop-In Compatibility

[g%] Plug & Play Wiring

(#) | Updated Materials
{@} Admin Simplicity
g

Structual Load Parity

(o

Proven Technology

NS

16.60% 0~+5W

Positive Power

Tolerance

270W | | GRADEA

NISXmEmEOWEr Cells Guaranteed

Output

COMPREHENSIVE CERTIFICATES
IEC61215/61730
ISO 9001 / 14001 / 45001

1
o%\zﬂ 5

i
Qualité |
Frangaise

10! 15! 20! 25! Years

Standard industrial EGE panels linear warranty mmmm



270W (60cells) Monofacial Polycrystalline EOS Retro PERC

Characteristics
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Electrical Characteristics (STC) (stc: e=1000w/m? - Teell-25°c - AM1.5)
Module Type EGE-270W-60P
Power output (Pmax) 270 W
Maximum power voltage (Vmp) 3293V
Maximum power current (Imp) 8.27A
Open circuit voltage (Voc) 38.26 V
Short circuit current (Isc) 8.96 A
Power tolerance 0~+5W
Module efficiency 16.60%
Mechanical Characteristics Dimension of the PV Module (mm)
Cell type P-Type Polycrystalline (157*157 mm) 45 992 |
- =]
Number of cells 60 -
Dimensions 1640x992x35mm § . °
3 2
Weight 16.7 kg \ «
Glass 3.2 mm tempered glass, High transmission (>94%), Anti-Reflective Coating r : Nameplate ‘ |
Frame Anodized aluminium alloy ‘
Junction box IP68 rated (3 by pass diodes) LU
Cable 4.0 mmz2, 900 mm (+) / 900 mm (-) ; Length can be customized 8 %
0 ~-
Connector MC4, MC4 Evo2 compatible
Operating Condition
Operating temperature range -40°C~+85°C 942
Max system voltage (IEC) 1000 VDC o
. . Grounding hole &
Max series fuse rating 25A 404
fi load P 8 drain outlets \Q o
Max front load (e.g.: snow) 5400 Pa P \,' g
Max back load (e.g.: wind) 2400 Pa [ -
. 105 R4.5
Packaglng (Dimensions of pallet: 1670*1115*1100 mm) =
2 EL 2
Type Quantity Weight - .
Per Pallet 31 pcs 604 kg
40ft HQ Container 868 pcs 16.9 t r\DniZﬂﬁit:::ﬁcles shown are for reference only and are not the recommended installation method. Hole positions may vary

by production batch. Please confirm exact specifications with our sales team before ordering if hole mounting is required.
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