
330W
EOS Retro PERC Mono
M3 / 158.75 * 158.75 mm – 60 cells

Repowering  Key Features

LINEAR PERFORMANCE WARRANTY

Drop-In Compatibility 

Plug & Play Wiring

Updated Materials 

Admin Simplicity

Structual Load  Parity

Proven Technology

COMPREHENSIVE CERTIFICATES
IEC 61215 / 61730  
ISO 9001 / 14001 / 45001
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Mechanical Characteristics Dimension of the PV Module (mm)

Packaging (Dimensions of pallet: 1670*1115*1100 mm)

Cell type P-Type Monocrystalline (158.75*158.75 mm)

Number of cells 60

Dimensions 1640x992x35mm

Weight 18.5 kg

Glass

Frame Anodized aluminium alloy

3.2 mm tempered glass, High transmission (>94%), Anti-Reflective Coating

Junction box  IP68 rated (3 by pass diodes)

Cable 4.0 mm² , 900 mm (+) / 900 mm (-) ; Length can be customized

Connector MC4, MC4 Evo2 compatible

Type Quantity Weight

Per Pallet 31 pcs 604 kg

40ft HQ Container 868 pcs 16.9 t

Operating temperature range -40℃~+85℃

Max system voltage (IEC) 1500 VDC 

Max series fuse rating 25 A

Max front load (e.g.: snow) 5400 Pa

Max back load (e.g.: wind) 2400 Pa

Electrical Characteristics (STC)
 

  ( STC: E=1000W/m² - Tcell=25°C - AM1.5 )

Operating Condition

Eco Green Energy Limited 
Add: No. 8 Wuyi Road, Sutong Science and Technology Industrial Park, Nantong, Jiangsu
Tel: +86 0513 66690088  
Email: info@eco-greenenergy.com

eco-greenenergy.com
Specifications included in this datasheet are subject to 

change without prior notice. Refer to our website for further 
information or contact one of our sales staff.

Module Type

Power output (Pmax)

Maximum power voltage (Vmp)

Maximum power current (Imp)

Open circuit voltage (Voc)

Short circuit current (Isc)

Power tolerance

Module efficiency

EGE-330W-60M

330W

35.46 V

9.64 A

40.98 V

10.15 A

0~+5 W

20.28%

Characteristics

330W (60 cells)
 

Monofacial Monocrystalline EOS Retro PERC

EGE-330W-60M Irradiance I-V Curve EGE-330W-60M Temperature I-V Curve Temperature Dependence of lsc,Voc,Pmax

G=1000W/m², Pmax=330,68W

G=800W/m², Pmax=264,35W

G=600W/m², Pmax=197,43W

G=400W/m², Pmax=130,32W

G=200W/m², Pmax=63,56W
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Tcell=10°C, Pmax=342,8W
Tcell=25°C, Pmax=330,68W
Tcell=40°C, Pmax=318,06W
Tcell=55°C, Pmax=305,05W
Tcell=70°C, Pmax=291,63W
Pmax
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Pmax [%], γ=-0,36

Voc [%], β=-0,36

Isc [%], α=0,06

Disclaimer: 
Mounting holes shown are for reference only and are not the recommended installation method. Hole positions may vary 
by production batch. Please confirm exact specifications with our sales team before ordering if hole mounting is required.


